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Kennedy’s constant and in- 
tensive research into the 
specialized needs of the au- 
tomotive servicing industry 
has rewarded Kennedy 
users around the world with 
better made, more produc- 
tive, and stronger tools. 


This technical insight of 
what has to be right, what 
has to be the best, and what 
will assure a return on tool 
investment, has guided our 
continuing progress in man- 
Th esLoinebubetemme(chiac) Cojoyeetcyeumm-beve| 
quality control for over 35 
years. 


Mole Ch Amn eecMm Dolev uct-t-pbetcmmereyents 
plexity of automotive design 
and the shrinking pool of 
skilled labor, has made the 


(KENNEDY 


Kennedy line the most ver- 
satile in time-and-labor- 


saving applications, and 
preeminent in serving the 
exacting needs of the ex- 
panding after-market ser- 
vicing industry. 

















SERVICE TOOLS COMPANY 


Post Office Drawer E e Akron, Ohio 44305 e Phone: 216-633-9001, 9002 


Boost Profits 


WITH SELF-SELLING MERCHANDISERS 


Kennedy introduces The 
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CUSTOM STOCKED BY YOU! * DESIGNED TO FIT YOUR 
SPECIALIZED REQUIREMENTS! ¢ GEARED TO FIT YOUR BUDGET! 


add to the merchandiser as your sales and profits 
rise. Your WD supplies your tools, and we sup- 
ply the attractive, heavy duty display rack. Here 
are suggested “Starter” packages of best-sellers: 


Get maximum volume and profits with the 
“Starter”, a self-selling merchandiser you custom 
stock for your business and budget. Start with the 
fastest-selling, time-tested and proven tools, and 


CAR TOOL “STARTER” PACKAGE TRUCK TOOL “STARTER” PACKAGE 
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Custom-Stock 


MERCHANDISERS TO FIT YOUR NEEDS 


“STARTER” 
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COMBINATION TOOL “STARTER” PACKAGE 


Qty Qty Qty Qty Qty 182C “7 7 wo94 

3 182C | 3 we2 2 191AG} 3 181A 3 179A 4 335 2 W96 

3 179A | 4 52 2 191CG| 3 182A 3 181B 3 322 2 wos 

3  181B | 4 335 2 192EG | 3 184 3 178 2 315B 3 181A 

3 178 3 322 3 199B | 3 164 3 185R 2 192B 3 182A 

3  185R | 2 315B 3 199F | 3 125 3 312A 2  191AG 3 184 

3 312A | 2 192B 3 199 | 3 166A 3 314A 2  191CG 3 164 

3 314A 3 199A | 3 168 2 191BG 2 192EG 3 125 

2 191BG 3 199K | 3 145A 2 5RG 3 199B 3 166A 

2 5RG 3 199G 2 1795 2 4RG 3 199F 3 168 

2 4RG 6 199H | 1 190A 2 143A 3 199 3 145A 

2 143A 2 wea; 2 192B 3 ws4 3 199A 2 1795 

3 ws4 2 W96 < 500 3 wss 3 199K 1 190A 

3 Wess 2 Wss | 1 166B 3 ws0 3 199G 2 500 

3.  Ww90 3 Wwe2 6 199H 1 166B 

100A WT. 191 LBS. 100B WT. 418 LBS. 100C WT. 540 LBS. 
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Quality 4-Way Wrenches Forged From Chrome, Nickel, Alloy Steel 


FORGED CENTER 


Deluxe. Gold painted, polished sockets. 


Socket Sizes: 3/4, 13/16, 7/8, 15/16. 
W-84 LENGTH 23” 
STOCK 5/8” 


FORGED CENTER 

Socket Sizes: 3/4, 13/16, 7/8, 15/16. 

W-85 LENGTH 22” 
STOCK 5/8” 


BEAD BREAKER IRONS 


WT. 4-3/4 LBS. 


WT. 4-1/2 LBS. 











FORGED CENTER 

Socket Sizes: 3/4, 13/16, 7/8, 15/16. 

W-88 LENGTH 22” 
STOCK 9/16” 


WELDED CENTER 

Socket Sizes: 3/4, 13/16, 7/8, 15/16. 

W-90 LENGTH 22” 
STOCK 9/16” 


Works well on frozen, rusted beads. Flat ends used 
to remount and replace tires. Used in pairs. Work 


on or off car. 
177 LENGTH 18” 


PORTABLE BEAD BREAKER 


WT. (Per Pr.) 3/2 LBS. 


Works on or off car. Handles all passenger cars, 
compacts, light trucks. Tube or tubeless. 


174 
PORTABLE BEAD BREAKER 


WT. 8% LBS. 


Shoe designed for loosening safety beads and rusted 


beads on conventional rims. 
173 


WT. 6% LBS. 





WT. 3-3/4 LBS. 


WT. 3-3/4 LBS. 







WELDED CENTER 

Socket Sizes: 3/4, 13/16, 7/8, 15/16. 

W-92 LENGTH 17” 
STOCK 9/16” 


WELDED CENTER 
Metric 4 way for foreign cars. Socket 
Sizes: 17.5 MM, 18 MM, 19 MM, 21 MM. 
W-93 LENGTH 15” 
STOCK 9/16” 


WT. 3-1/4 LBS. 


WT. 2-3/4 LBS. 


HEAVY DUTY BEAD BREAKER 

All steel construction. Handles tires 
up to 17 inches. Shoe stabilizer spring 
prevents slipping. Portable. 


172 WT. 29% LBS. 


POWERFUL BEAD BREAKER 

All steel construction. Exclusive 4 
point up and down adjustments. Han- 
dles all size passenger tires. 


171 WT. 24% LBS. 


EXTRA HEAVY DUTY 

BEAD BREAKER 

All steel construction. Contoured bead 
breaker shoe. Exclusive 4 position up 
and down adjustment. Double strength 
base. Breaks beads on all size passenger 
tires and light trucks. 


170 





WT. 25% LBS. 















4-WAY HOT FORGED ALLOY STEEL 


LIGHT TRUCK 4-WAY WRENCH 
Socket Sizes: 15/16”, 78”, 1-1/16”, 1” Stock: %4” 
W-94 LENGTH, 25” WT., 7 LBS. 


HEAVY DUTY TRUCK, BUS, TRACTOR 4-WAY 
4-Way with center hole for leverage bar. Socket Sizes: 1-1/16", 
1%”, 142”, 13/16” square. Stock: 1” 

W-96 LENGTH, 27142” WT. 1434 LBS. 


HEAVY DUTY 4-WAY WITHOUT CENTER HOLE 
Socket Sizes: 1-1/16”, 1144”, 142”, 13/16” square socket. Stock: 1” 
W-98 LENGTH, 2771/2” WT. 1412 LBS. 


TRUCK 4-WAY WITH 3% SERVICE ARM 

One arm designed to take any 3%” service socket. Center hole for 
leverage bar. Socket Sizes on other arms: 142”, 1%”, 3/16” 
square. Stock: 1” 


W-97 LENGTH, 2712” WT. 11 LBS. 


34 SERVICE SOCKETS AVAILABLE FOR W-97 
S-20 7%” WT. 4 OZ. S-23 1-1/16” WT. 8 OZ. 
S-21 15/16” WT.5 OZ. S-2414s” WT. 8 OZ. 
S-22 1” WT. 7 OZ. S-25 1-13/16” WT. 9 OZ. 





1-1/16”, 11/3”, 1-3/16”, 142”. 
P-128 


FORD BUDD WHEEL IMPACT SET 


Contains handle, shaft, metal box, 142” socket and Budd nut 


wrench. 

P-129 WT. 2312 LBS. 
p-130 — Metal Box Only WT. 412 IBS. 
P-131 Handle Only LENGTH 24” WT. 9% LBS. 


P-132 Shaft Only 








S-26 1144” WT. 10 OZ. 
S-27 112” WT. 12 OZ. 


WRENCH SET WITH METAL BOX, SOCKETS 
Contains handle, shaft with 13/16” socket and %4” service end, 
metal box, Budd nut wrench and six sockets, 7%”, 15/16”, 


LENGTH 2512” 











































IMPACT WRENCH SETS 















WT. 25% LBS. 






























WT. 634 LBS. 

















Power-Gear 


Wrenches 


FOR TRUCK WHEELS UNIVERSAL WRENCHES 








HOT FORGED CHROME NICKEL ALLOY 


199-A LENGTH 16” WT. 412 LBS. 199-T LENGTH 16” WT. 334 LBS. 


UNIVERSAL POWER 
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UNIVERSAL SET 


Consists of power-drive, two tube handles 36” and 24” 
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Universal truck wrench for Budd 
wheels. Socket Sizes: 11%”, 13/16”, 


; ue | 142”. 


199 LENGTH 16” WT. 4% LBS. 
Rim wrench especially designed for 
Budd wheels. Socket Sizes: 142”, 


/ 13/16”. 


199-B LENGTH 16” WT. 4% LBS. 
Truck wrench for servicing Chevro- 
let dual wheels. Socket Sizes: 1”, 


J 1%”, %” square. 


199F LENGTH 16” WT. 3% LBS. 
Universal wrench. Tapered socket. 


)} Socket Sizes: 1%” x 1-1/16”. 


199K LENGTH 16” WT. 414 LBS. 
Chevrolet truck wrench. Socket 
Sizes: 15/16”, 7s”. 


199-G LENGTH 16” WT. 4% LBS. 
All-round truck wrench. Socket 
Sizes: 1-3/16”, 1-1/16”. 


199-D LENGTH 16” WT. 4 LBS. 
Truck wrench. Socket sizes: 7”, 
1-1/16”. 






P-125 


Wrench for late model Chevrolet 2 
ton, dual wheels and some GMC 
Trucks. Socket Sizes: 1%”, 1-1/16”. 


199-H LENGTH 22” WT. 3 LBS. 
Leverage bar to fit all truck 
wrenches. Hex Size: 34” 


199-E LENGTH 22” WT. 312 LBS. 
Truck wrench leverage bar with 
1-3/16” socket. Hex Size: %4”. 


199-C LENGTH 22” WT. 3% LBS. 
Truck wrench leverage bar with 
1-1/16” socket for Fruehauf trailers. 


199-L LENGTH 22” WT. 31 LBS. 
Truck wrench leverage bar with 
1%” socket. Hex Size: %4”. 


1795 WT. 14 OZ. 
Budd nut wrench. Holds outer cap 
nut while turning inner. Provided 
with lip to fit in bolt hole when 
bolt is out to prevent wrench from 
turning. 


-DRIVE FOR USE ON ALL TRUCK, ROAD EQUIPMENT 
4 4’ “ aa 5 l “ 





SPECIAL BUDD WHEEL SET 


Contains power-drive, one bar and one tube handle, 
3/,” service adaptor and two square Budd wheel adaptors. 


WT. 17% LBS. 


POWER DRIVE PARTS, ACCESSORIES 


long, one bar handle 20” long, *4” service adaptor, 
13/16” square adaptor, 1-3/16” adaptor and six sock- 
ets: 7”, 15/16”, 1-1/16”, 11/8”, 1-3/16”, 11/2”. 

P-126 WT. 26% LBS. 


BASIC SET 

Consists of power-drive and two handles, solid bar and 
tube, both approximately 24” long. 

P-124 WT. 20% LBS. 


P-1 Bar Handle WT. 21/2 LBS. 
P-2 Tube Handle WT. 3 LBS. 
P-3 Pinion Gear WT. 15 OZ. 


Pp-4 Pinion Stud Nut 
and Washer 


P-5 Inner Wrench with 


Gear WT. 51/2 LBS. 


P-6 Outer Wrench 


WT. 61 LBS. 


WT. 6 OZ. 


P-36 36” Tube Handle 
WT. 41/2 OZ. 


P-64 Adaptor Sq. Budd 
Nut (13/16”) WT. 5 OZ.. 


P-12 Adaptor for Motor 
Wheels (1-3/16”) WT. 3 OZ. 


P-15 1%” Service Adaptor 

WT. 10 OZ. 
P-17 %4” S.rvice Adaptor 

WT. 11 OZ. 
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188 


TRUCK LOCK RING TOOL 

For Budd, Ford, Chevy, Dodge and 
GMC wheels. 

165 LENGTH 40” WT. 45 LBS. 
STRAIGHT SPOON TIRE IRON 
181-A LENGTH 24” WT. 272 LBS. 
181-C LENGTH 30” WT. 3 LBS. 


STRAIGHT SPOON, EXTRA HEAVY 
183 LENGTH 30” WT. 434 LBS. 


ALL-AROUND TIRE CHANGING 
TOOL 

Also loosens flaps and tubes from cas- 
ings. Flat with rounded end. 

188 LENGTH 17” WT. 214 LBS. 


BUS AND TRUCK TIRE 
TOOL SET 

For servicing Firestone, Duplex and 
Goodyear Super single tires. Two mount/- 
demount tools, 36” long, and one offset 
tool, 22” long. 

187 WT. 12 LBS. 
187-A. Top Bar WT. 4% LBS. 
187-B Second tube handle WT. 442 LBS. 
187-C Offset handle 


CURVED SPOON TIRE IRON 

182-A LENGTH 24” WT. 2% LBS. 
182-B LENGTH 30” WT. 3 LBS. 
CURVED SPOON, EXTRA HEAVY 
184 LENGTH 30” WT. 42 LBS. 
TRUCK TIRE MOUNTING TOOL 
For Budd rims and other tight beads. 
189-A LENGTH 18” WT. 21/2 LBS. 
FLAT TAPERED POINT IRON 

Pry or wedge lock rings, side rings, etc. 
185 LENGTH 20” WT. 2 LBS. 
COMBINATION RIM— RING TOOL 
Flat tapered one end, Firestone lock 
ring tool on other. 


164-C¢ LENGTH 25” WT. 242 LBS. 





WT. 3 LBS. 





TRUCK LOCK RING REMOVERS 

Designed for Firestone RH and RI rims. 
1644 LENGTH 24” .WT. 2% LBS. 
164-8 LENGTH 30” #£=WT. 212 LBS. 


BEAD BREAKER — LEVERAGE BAR 
Loosens truck or tractor beads, excel- 
lent as leverage bar. 
168-A LENGTH 16” 

167. LENGTH 25” WT. 314 LBS. 
168 LENGTH 33” WT. 5% LBS. 


TRUCK OR PASSENGER TIRE 
SPREADER 

For large truck tires use in pairs. 
Spreads tires up to 17” span with 
spreading power of a car jack. Heavy 
duty constructisn. 
190-A 


WT. 2% LBS. 


WT. 7% LBS. 


COMBINATION RING TOOL 
Firestone lock ring tool and curved 
end for full circle rings. 
164-A LENGTH 18” 


WT. 112 LBS. 


5° RIM LOCK RING TOOL 
For servicing 5-degree rims. 
125 LENGTH 18” WT. 1% LBS. 


SPECIAL LOCK RING TOOL 

Long tapered curved end for R-1 con- 
tinuous side rings, short curved end 
for Goodyear rims. 


169 LENGTH 18” WT. 1% LBS. 











166-B 





TRUCK AND BUS DRIVING IRON 
For loosening rusted truck beads. 
166-A LENGTH 12” WT. 3% LBS. 


IRON FOR HEAVY TRUCK RIMS 
For Goodyear and other heavy truck 
rims. 


188-A LENGTH 1842” WT. 2% LBS. 


TRUCK TUBELESS TIRE IRONS 

For mounting and demounting tubeless 
truck tires. 

145-A LENGTH 38” WT. 412 LBS. 
HEAVY DUTY IMPACT TOOL 
Loosens the most stubborn beads with 
floating bead breaking foot. Boxed. 
166-B LENGTH 51” WT. 27% LBS. 





SWAN NECK BEAD TOOL 
For loosening tapered beads. Opposite 
end for lock rings. 
160 %%” stock. 
LENGTH 18” 
161 7%” stock. 
LENGTH 30” WT. 5% LBS. 
For 12.00, 13.00, 14.00 tires and all trac- 
tion grader tires. 


WT. 3 LBS. 











FORCING TOOL FOR 5° RIMS 
Curved end and tapered end. Used as 
a forcing tool or for 5-degree rims. 
173-A LENGTH 30” WT. 4% LBS. 
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SHOCK LINK SPREADER 

For shock links and tie rod points. Fork opening of 

9/16” permits straddling bolts. 

X-53 LENGTH 16” 

TIE ROD SPREADER 

For cars, light trucks. Fork opening: 5”. 

X-51 LENGTH 16” WT. 2. LBS. 

PITMAN ARM PULLER 

Wedge design eliminates damage to steering assem- 

blies. Fork opening: 1%”. 

X-52 LENGTH 10” 

MULTI-USE PRY BAR 

90° rolling head permits many uses. 

PB-5 LENGTH 1812” 

UNIVERSAL PRY BAR 

In 2 stock sizes and lengths. 

PB-6 %4” Stock, LENGTH 24” 

PB-8 = %/” Stock, LENGTH 30” 

y PB-9 Ford Fairlane Front End 

Suspension Tool 

GREASE BAR 

Designed to free frozen spring shackles. 


WT. 2 LBS. 


WT. 2 LBS. 


WT. 2% LBS. 


WT. 214 LBS. 
WT. 41. LBS. 


WT. 5% LBS. 


TUBELESS TIRE 
CHANGING IRONS 


CURVED SPOON TIRE IRON 
182 LENGTH 15” 


LENGTH 30” 


For 12”-14” tires. Used in 
pairs. Single iron 


178 WT. 112 LBS. 


DROP CENTER TIRE IRON 
179-A_ LENGTH 18” 


DROP CENTER TIRE IRON 
179 LENGTH 15” 
WT. 112 LBS. 


182-C LENGTH 18” 
WT. 1% LBS. 


TIRE ROD SLEEVE SPREADER 
Dual tool ends, easy adjusting. For 
cars, trucks, tractors, and most com- 
pacts. 

188 -B WT. 15 OZ. 
PASSENGER TIRE SPREADER 
Simple, fast operation...locks both 
beads open for tire inspection and 
repairs. 

189 WT. 2% LBS. 


WT. 112 LBS. 


STRAIGHT SPOON TIRE 
IRON 
181-B LENGTH 18” 


WT. 134 LBS. 


STRAIGHT SPOON TIRE 
IRON 


WT. 1% LBS. 181 LENGTH 15” 


WT. 142 LBS. 


COMBINATION TIRE IRON 
Dual Purpose 2 in 1 tool. 
CURVED SPOON TIRE IRON 185-R 


LENGTH 21” 
WT. 2 LBS. 


HAND TYPE TIRE SPREADER 

Adjustable rotating rollers. For mak- 
ing fast inside tire casing inspections. 
190 WT. 212 LBS. 


MOUNT/DEMOUNT TIRE TOOL 
Works on all center-post tire chang- 
ers. For all full or semi-drop center 
wheels 12” to 17”. 

143-A WT. 542 LBS. 


HUB CAP PULLER/REPLACER 
Rubber tip prevents damage to hub 
cap. Designed to remove most all 
hub caps including compact and for- 
eign Cars. 

335 WT. 1% LBS. 
GREASE RETAINER, HUB CAP 
PULLER 

Saves time in lubricating or repair- 
ing wheel bearings. 

330 WT. 14 OZ. 





WT. 4 LBS. 















GYRO-MATIC AIR-POWERED TIRE CHANGER 

Offers these features. Quick indexing, in 4 positions, which allows 
breaking bottom bead from top side. No high lifting; wheel rolls on. 
Removable wheel lock. Center hub ratchets or locks. Mounting tool 
mounts one or two beads at a time. Airs tires from either side. Ideal 
for tire studding. Minimum floor space required. INCLUDES: Air pow- 
ered bead breaker, mounting/demounting tool, swab and container, 
free sample of Beadeze lubricent. 

427 WT. 160 LBS. 


AIR-POWERED BEAD BREAKER 

For use with Gyro-Matic tire changer. Minimum line pressure, 115 lbs. 
Air bag forces bead. Prevents damage to tire. 

420 WT. 21 LBS. 






MATCHLESS 
EFFICIENCY! 


AIR POWER BEAD EXPANDER 
Pliable neoprene rubber tube encased in nylon cover. Contracts 
as air is applied. 


52 WT 10 OZ. 





MECHANICAL BEAD EXPANDER 

Handles tires up to 9.15x15. Serrated bar prevents slipping. 
Jack action. Lock and holds — band adjuster. 

51 WT. 7% LBS. 


Complete Repair Kit WT. 7 OZ. 
Pawl Handle WT. 8 OZ. 
Band Only WT. 1% LBS. 
Main body and Serrated bar WT. 4 LBS. 








GYRO-MATIC TIRE CHANGER 
Same features as 427 except equipped with manual bead breaker. 
407 WT. 150 LBS. 
SPRAY GUN 

1 qt. capacity. Chrome plated. Nozzle sprays a fine mist. Automatic 
safety pop-off valve set for 50 lbs. For use with either beadeze tire 
lubricant or detecto-mist for locating tire leaks. 
T-110 

T-110K Spray gun with 1 qt. detecto mist. 
DETECTO MIST 

Concentrated solution for detecting air leaks in tire assemblies — Bot- 
tled in plastic containers. 


WT. 2% LBS. 
WT. 5% LBS. 


T-100 1 qt. WT. 242 LBS. 
T-100K Case of 4 qts. WT. 9% LBS. 
T-97 1 gallon WT. 9 LBS. 


T-99 5 gallons WT. 4412 LBS. 


BEADEZE TIRE MOUNTING LUBRICANT AND TIRE CLEANER 
T101 1 gallon WT. 9 LBS. 
T-105 5 gallons WT. 49% LBS. 





T-121 


HORIZONTAL PORTABLE AIR TANK 

Capacity, 9 cu. ft. (7 gallons). Equipped with 70” hose and air 
chuck, filler valve, pressure release valve, 2” dia. air gauge cali- 
brated in 5 lb. units and pop safety valve set by factory at 150 
lbs. Withstands pressure to 175 P.S.I. 


T-121 WT. 27 LBS. 


T-120 





PORTABLE AIR TANK 
Equipped with pressure gauge and 70” heavy duty air hose with 
brass chuck. Safety valve set at 150 P.S.I. 


T-120 WT. 32 LBS. 




















Job-Designed...to make Tire Changing Faster and Easier! 











# 











for Passenger...Truck...Bus...Farm Tractor...Aircraft Tires 


PASSENGER AND TRUCK TIRE 
HAMMER FOR LOOSENING 
STUBBORN BEADS 


191 LENGTH 14 IN. 
PASSENGER AND TRUCK TIRE 


HAMMER WITH CHISEL TAPERED 
TYPE NOSE 


191B LENGTH 1412 IN. WT. 412 LBS. 


TRUCK TIRE HAMMER FOR 
LOOSENING BEADS 


1916 LENGTH 1612 IN. WT. 54/2 LBS. 


TRUCK TIRE HAMMER WITH 
MATTOCK TYPE EYE HANDLE 


192G¢ LENGTH 17 IN. WT. 542 LBS. 
191A LENGTH 30 IN. WT. 1042 LBS. 





191BH 


ie a te a 191CH 


192CH 





WT. 3% LBS. 


DUAL STEEL AND RUBBER TIRE 
HAMMER WITH TAPERED NOSE 
Loosens with steel end. Remounts with 
rubber end. 

5R LENGTH 14 IN. WT. 23% LBS. 


TWO-IN-ONE STEEL AND RUBBER 
MALLET FOR ALL AROUND TIRE 
WORK... WILL NOT MAR OR 
INJURE RIMS 

192A LENGTH 1442 IN. WT. 2% LBS. 
MOLDED RUBBER MALLET WITH 
LARGE HEAD 

192B LENGTH 17 IN. WT. 2% LBS. 
TWO-WAY COMBINATION STEEL 
AND RUBBER HAMMER FOR 
ALL-AROUND STATION USE 

4R LENGTH 14 IN. WT. 2% LBS. 


5RH Fits 5R, 192A, 4R 
191BH Fits 191, 191B 


191CH Fits 191C, 192E, 191D, 192D 


191AH Fits 191A 
192CH Fits 192C 


191EH Fits 191E 






Molded for long life 
4C Fits 5R, 192A, 4R 
4D Fits 192E, 191D, 192D 


10 


TOP QUALITY HICKORY HANDLES WITH VAC-GRIP 


REPLACEMENT RUBBER HAMMER HEADS... 


STEEL AND WOOD WEDGES 
4W Steel wedge for passenger hammers (Per Pair) 
4WH Steel wedge for truck hammers (Per Pair) 
4EW Wood wedge for all hammers 


STEEL AND RUBBER MALLET FOR 
MOUNTING OR DEMOUNTING 
TRUCK TIRES 


192E LENGTH 17 IN. WT. 5% LBS. 


STEEL AND RUBBER TIRE HAMMER 
FOR ALL-AROUND HEAVY 
TRUCK WORK 


191D LENGTH 1642 IN. WT. 642 LBS. 


RUBBER TIP HAMMER WITH LONG 
TAPERED CURVED NOSE 


192D LENGTH 1612 IN. WT. 5% LBS. 


STEEL HEAD SLEDGE HAMMER 
WT. 8% LBS. 


191E LENGTH 31 IN. 


WT. 9 OZ. 


WT. 11 OZ. 
WT. 14 OZ. 
WT. 1% LBS. 
WT. 11 OZ. 
WT. 1% LBS. 





WT. 5 OZ. 
WT. 10 OZ. 





WT. 1 OZ. 
WT. 1 OZ. 
WT. 1 OZ. 



















Most Complete Line of Fiberglass Handle Hammers 


fiberglass outlasts wood 80 to1... outlasts life of the tool! 






191AG 
191G Dual Steel WT. 4. LBS. SOFT FACE HAMMERS WITH REPLACEABLE TIPS 
191BG Dual Steel WT. 442 LBS. For use on soft metals, rubber, painted or polished surfaces. 
191CG Truck Hammer WT. 534 LBS. Replaceable medium and tough tips on one hammer. Will 
191AG Truck Hammer WT. 11% LBS. not mar. 
5RG Steel & Rubber WT 3% LBS. GH-10 LENGTH 11% IN. WT. 10 OZ. 
192AG Steel & Rubber WT. 3 LBS. GH-16 LENGTH 12 IN. WT. 16 OZ. 
4RG Steel & Rubber WT. 3. LBS. GH-32 LENGTH 1372 IN. WT. 32 OZ. 
192EG_ Steel & Rubber WT. 6 LBS. 
191DG Steel & Rubber WT. 7 LBS. 
192DG_ Steel & Rubber WT. 6 LBS. 
191EG Steel Sledge WT. 94/2 LBS. 





GH-32T 





REPLACEMENT HANDLE KITS REPLACEABLE TIPS FOR SOFT FACE HAMMERS 
















Shipped in individually labeled cartons of fiberglass handle, MEDIUM TOUGH 
ferrule collar, Epoxy bond and assembly instructions. GH-10M WT. 1 OZ. GH-10T WT. 1 OZ. 
191GH SHIP WT.1%LBS. 192AGH SHIP WT.1LB. GH-16M WT. 1 OZ. GH-16T WT. 1 OZ. 
191BGH SHIP WT.1%4LBS. 4RGH SHIP WT.1LB. GH-32M WT. 2 OZ. GH-32T WT. 2 OZ. 
191CGH SHIP WT. 2%2LBS. 192EGH SHIP WT. 2% LBS. OTHER FIBERGLASS HANDLE KITS AVAILABLE 
191AGH SHIP WT. 3 LBS. 191DGH SHIP WT. 2% LBS. GH-1100 for 6-9 oz. Hammers WT. 7 OZ. 


5RGH SHIP WT. 1 LB. 192DGH SHIP WT. 21/2 LBS. GH-1120 for 12 oz. Hammers WT. 7 OZ. 
191EGH SHIP WT. 3 LBS. GH-1130 for 16-24 oz. Hammers WT. 12 OZ. 
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Creepers 


FOR COMFORT, MOBILITY 


STANDARD CREEPER 
Hardwood frame. Headrest resistant 
to grease or acid. Low bed, only 25” 
above floor. Steel swivel rollers for 
maximum rolling ease. 


CR-10 WT. 14% LBS. 


ADJUSTABLE HEADREST CREEPER 
Headrest adjustable to six different 
positions. Low bed, only 2%” above 
floor. Same hardwood frame and 


swivel rollers as creeper at left. 
CR-5 WT. 18% LBS. 


SAFETY FIRST 


Safeguard Your Station, Garage or Shop Against Dangerous Flying Lock Rings 


SAFETY INFLATION CAGE 


Permits service men to inflate truck 
tires with complete safety. Stops fly- 
ing truck lock rings. Prevents acci- 
dents. Saves lives. Cage will take tires 
54” high and 16” wide. 


206 HEIGHT 57” WT. 120 LBS. 


PORTABLE LOCK RING GUARD 


Full protection while inflating truck 

tires. Adjusts quickly to any size tire 

up to 22”, has 14” vertical span. Han- 

dles spoke or open type wheels. 
LENGTH, 30 INCHES 

95 WT. 30 LBS. 
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Safety Tools 
TO PREVENT ACCIDENT 


MECHANICS ROLLER SEAT 

Large tool tray. Height 12”; seat, 7” x 
13”, tool tray, 154%4”x15%4”. 4 swivel 
rollers. 

CS-1 WT. 16% LBS. 


SWIVEL ROLLERS 
Counter display of 4 rollers. Can be 
installed on most anything for easy 
mobilization. Replacement rollers for 
CR-10, CR-5, CS-1. 


CRG-51 WT. 342 LBS. 


LOCK RING SAFETY TOOL 

Handles 20”, 22”, 24” rims and all 
Budd and spoke wheels. Fits through 
rim and over lock ring. Rim holds lock 
ring in place. 

96 WT. 5% LBS. 


MECHANICS TUNE UP STEP 


Fits over all truck tires 17” to 24.5”. 
Contacts tire only. Can’t mar truck. 
208 WT. 15 LBS. 








Truck Tire 


Axle Stands 


AND JACKS 





DOLLIES AND STANDS 





Tripod Design...Stands Cannot Rock! 
Maleable Castings...Heal-Treated Legs! 
Lab-Tested 2-1/2 Times Rated Capacity! 





AXLE STANDS — EXTRA HEAVY DUTY 


Quick adjusting safety release lock. Sure grip wide safety 
saddle. Self-leveling, non-tipping, self-locking. 


SPECIFICATIONS 
KEN CAPACITY MIN. HT. MAX. HT. SHIPPING 
MODEL (Tons) (In.) (In.) WT. PER (PAIR) 
J-20 3 Li” 1812” 18% lbs. 
J-21 5 19” 20” 42% lbs. 
J-22 7 20” 30%” 49 Ibs. 
J-23 10 18” 30%” 67 Ibs. 
J-25 15 29” 50” 160% Ibs. 





EXTRA HEAVY DUTY AXLE STAND 


Tubular design for heavier load capacity. Locking pin and 
tubular steel sleeve guide. 
J-25 WT. (Per Pair) 16012 LBS. 











TRUCK OR BUS WHEEL DOLLY 


For removing and replacing dual or single wheels up to 
12” x 24”. Extra high, 7” lift. 1,300 lb. capacity. Equipped 
with 1%2-ton hydraulic jack. 

205 WT. 142 LBS. 














ADJUSTABLE HIGH AXLE STAND 


Wide non-slip saddle. Quick adjusting. Wide height span: 
54” to 85”. Self leveling tripod design. Tip back rollers 
for easy moving. 

J-24 WT. 30 LBS. (EACH) 


HEAVY DUTY SCISSOR JACK 

Designed for compact and foreign cars. Large saddle fits 
under frame. Prevents damage to body. Extra wide base. 
4” to 16” height span. 3,000 lb. capacity. 


J-36 WT. 13 LBS. 








TRUCK TIRE CHANGING STAND 


Handles wheels or open rims, 20”, 22” and 24”. Double 
slide adjustment prevents twisting, stays aligned with 
wheel or rim. Has locking device. 

85 WT. 21 LBS. 





TIRE VALVE REPAIR TOOL-WRENCH 

Combination tool and wrench for cleaning valve threads 
and replacing or inserting valve cores. 

198 WT. 1 OZ. 


4-WAY VALVE REPAIR TOOL 
Valve core remover, tire deflator and valve stem rethreader 
for inside or outside threads. 
196-B 

VALVE STEM TOOL-RETRIEVER 
For pulling and holding valve stem through rim while in- 
flating tire. 
197-B 


WT. 1 OZ. 


WT. 1 OZ. 


AUTOMATIC TRUCK TIRE INFLATOR 
Provides accurate, automatic inflation from 
10 to 110 lbs. Includes 12” hose and dual 
chuck. 

A-101 WT. 11/2 LBS. 
A-101A Inflator only WT. 1 LB. 


AUTOMATIC CAR TIRE INFLATOR 
Capacity: 15-45 lbs. Less hose and chuck. 
A-101B WT. 1 LB. 


DUAL HEAD AIR CHUCK 
For direct air line use. %4” Female I.P.T. 
chuck. Ideal for dual truck wheels, busses, 
and all cars. 

A-122 LENGTH 6” 


AIR CHUCK CLIP 

Holds air chuck to valve stem while inflat- 
ing. Simple to attach. 

A-126 

BALL-FOOT AIR CHUCK 
Female %4” I.P.T. fitting. 
A-124 

UNIVERSAL PENCIL GAUGE 
With 6” dual head extension, handy hang 
up ring. Four sided calibrations from 10-120 
Ibs. in 2-lb. units. 
A-118 

TIRE TREAD GAUGE 
Checks tread depth, determines miles re- 
maining. Calibrated in 32nds from 1/32” to1”. 
A-128 WT. 1 OZ. 


CAR TIRE PENCIL GAUGE 

Calibrated on all four sides. 5-50 lb. range 
in 1 lb. units. Ideal for extra low pressure 
tires. 

A-112 

TRUCK TIRE PENCIL GAUGE 
Calibrated on four sides from 20 to 120 lbs. 
2 lb. units. 

A-114 WT. 2 OZ. 
TRACTOR TIRE PENCIL GAUGE 
Calibrated on four sides from 5-50 lbs. 1 Ib. 


units. 
A-116 


WT. 4 OZ. 


WT. 1 OZ. 


WT. 2 OZ. 


WT. 7 OZ. 


WT. 2 OZ. 


WT. 2 OZ. 


VALVE STEM PULLER, TUBELESS TIRES 
For installing and remounting snap-in rubber valves on 
tubeless tires. 
196-C 


6-WAY COMBINATION VALVE TOOL 
Deflates tires. Removes and replaces valve cores. Exten- 
sion for mounting short rubber stems. Rethreads and cleans 


inside and outside valve threads. 
196 WT. 1 OZ. 


WT. 11 OZ. 








HEAVY DUTY AIR BUFFER 
Operates on 90 to 150 lbs. air. Geared 
Head. High Torque. Can be adapted 
to most tire rasps. %-24 thread. In- 
cludes metal hub buffing wheel. 
B-198 WT. 11/2 LBS. 


AIR BUFFER SET COMPLETE 
Contains buffer, drill chuck, 4 tire 
rasps, 2 buffing cones and metal stor- 
age box. 


B-198A WT. 312 LBS. 


CARBON CLEANING 

WIRE BRUSHES 

Removes hard carbon deposits from 
cylinder heads, blocks, etc. 4” shank. 
B-936 WT. 5 OZ. 


EXTRA HEAVY DUTY 

KNOT BRUSH 

Self sharpening. Ideal for getting into 
corners or around studs. Shank size 
aa 


B-940 WT. 5 OZ. 


HEAVY DUTY WIRE BUFF WHEEL 


For bench grinders or portable tools. 


6” dia. 1/2” arbor hole. 
B-65 








WT. 134 LBS. 


POWER TIRE, TUBE BUFFER 
115 Volts AC or DC current. Low 
speed 1080 RPM prevents burning 
rubber. Thumb control switch. Forced 
ventilation. 6 ft., three-wire cord. In- 
cludes wire buffing wheel. 

B-194 WT. 3 LBS. 


WIRE BUFFING WHEEL 
B-194W WT. 2 OZ. 


METAL HUB BUFFING WHEEL 
B-194S 


MOTOR CLEANING BRUSH 


Long lasting nylon bristles. 


B-46 LENGTH 11” WT. 4 OZ. 
MOTOR CLEANING BRUSH 
B-45 LENGTH 10” WT. 2 OZ. 


HAND WIRE BRUSH 
Good for cleaning rims, rust from 
tire beads. Carbon steel wire bristles. 
Long handle. 

B-195 LENGTH 14” 


WIRE BRUSH — SHOEHANDLE 
WT. 6 OZ. 


B-632 





WT 2 OZ. 


WT. 5 OZ. 








AIR BUFFER WITH 
BUFFING CONE 
Travels at 3,600 RPM on 120 to 150 lbs. 
air pressure. IPT pipe connection for 
quick change couplers. Torque adjusted 
to prevent gouging. Buffer will stop if 
too much pressure is applied. Includes 
metal buffing wheel. 


B-197 


AIR BUFFER 
WITHOUT BUFFING WHEEL 
B-199 WT. 1 LB. 














WT. 1% LBS. 










WHEEL AND FENDER BRUSH 
Fibre bristle. 
B-50 WT. 8 OZ. 
TIRE BEAD LUBRICANT 
APPLICATOR 


B-47. LENGTH 10” WT. 3 OZ. 


WHITE SIDEWALL BRUSH 
For cleaning rims or white sidewalls. 
Brass bristle. 


B-55 WT. 5 OZ. 














ELECTRIC TUBELESS 
TIRE VULCANIZER 


Positions for tread, shoulder, sidewall 
repairs. Simple pressure adjustments for 
inside, outside, spot repairs. Uses stan- 
dard quick cure tube gums or faced pre- 
pared patches. Boxed. 110 Volts A.C. 


TV-980 WT. 1012 LBS. 
LOWER HEATING UNIT FOR T-980 
TV-980A . WT. 112 LBS. 


ELECTRIC TUBE VULCANIZER 

29% Sq. inch curing surface. Handles 
large or small tubes. Thermostat main- 
tains 300°F heat. 


TV-975 WT. 231/72 LBS. 
LOWER HEATING UNIT FOR T-975 
TV-975A WT. 334 LBS. 


VALVE STEM ADAPTOR 


For installing short valve stems. Used 
with TV-980. 


TV-981 WT. 5 OZ. 


OPTIONAL CURING CONTOUR 
ADAPTOR PLATE 


4” plate adapts to TV-980 or TV-990 Per- 
mits curing larger areas. 


TV-982 WT. 11 OZ. 


INSIDE ADAPTOR PLATE 


4” plate designed to adapt to all inside 
contours. 


TV-984 
INSIDE ADAPTOR PLATE 


5” plate for inside contours. 
TV-984A WT. 112 LBS. 


OUTSIDE ADAPTOR PLATE 


4” plate designed to adapt to all outside 
contours except shoulder areas. 


TV-985 WT. 8 OZ. 
OUTSIDE ADAPTOR PLATE 


5” plate for outside contours. 
TV-985B WT. 12 OZ. 


HEAVY DUTY TRUCK TIRE 
ELECTRIC VULCANIZER 

For repairing any tire up to 11.00-22... 
treads, sidewalls, and shoulders. 

TV-990 WT. 714 LBS. 
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“CHALLENGER” 
WHEEL BALANCER 


Portable and self leveling. Complete with 
stand. Built-in weight trap. Unconditional- 
ly guaranteed. 


135 . WT. 15 LBS. 


BALANCER HEAD ONLY 
136 WT. 5% LBS. 


BUBBLE DEVICE ONLY 
136A WT. 10 OZ. 


WHEEL WEIGHT PLIER 


Replaceable grip tips on jaws. Hammer 
tip. Knife cutter for wheel weights. Pry 
bar design end handle. 


92 WT. 13 OZ. 
4-IN-1 WHEEL WEIGHT TOOL 


Removes wheel weights; drives weights 
on; removes and replaces hub cap. Rub- 
ber head. 


91 WT. 1 LB. 













General Special 


SERVICE HAND TOOLS SERVICE HAND TOOLS 





WS-7 










ADJUSTABLE MAGNETIC PICK-UP TOOL, SWIVEL HEAD 
Permanent magnetic head. Handle adjusts from 16” to 26142”. Swivel head 


makes 240° arc. 
927 WT. 7 OZ. 


DISTRIBUTOR POINT ADJUSTMENT TOOL 
45° angled working end with %” hex wrench for most late model cars. 
C-41 WT. 6 OZ. 


CARBURETOR ADJUSTMENT TOOL 
ae working end with shielded bit. 


LONG TAPER SCREW DRIVER SET WT. 6 OZ. 

Set of seven sizes. Blade lengths from 2” to 10” FLEXIBLE DRIVER KIT WITH %4” SQUARE DRIVE 

Square shaft for greater strength, wood handles. Adjust distributer and carburetor with engine running. 21” flexible driver 

WS-7 WT. 142 LBS. and 4 attachments. 

PHILLIPS SCREW DRIVER SET 4 eee 

: ; CG-51 Flexible driver only WT. 7 OZ. C-54 Screw starter 

Three popular sizes; 3”, 334”, 442”. Square shafts, C-52 Hex adaptor %” WT. 1 OZ. adaptor WT. 1 OZ. 

ia C-53 Screw driver C-55 Magnet adaptor WT. 1 OZ. 
P WT. 12 OZ. adaptor WT. 1 OZ. 





VISE-GRIP CHAIN WRENCH JAB SAW ADJUSTABLE LENGTH SHOP KING BENCH VISES 


Adjusts to any size work up to 19”. Works For sawing inside holes. Standard blades. Positive lock, swivel base, heavy steel 

as a chain clamp and a pipe wrench. Ideal 45 With Standard Blade WT. 12 OZ. sliding bar. Replaceable jaws, 342” wide. 

for removing oil filters, tail pipes, or work DELUXE TUBULAR HACK SAW Opens 4”, 

positioning. Cuts flat on surface. 17” long, 334” cut. V-643 WT. 17 LBS. 

oe Boxed WT. 174 EBS. 600 With Standard Blade Wt. 1% LBs. V-644 Jaw width 4"; 
2 . 4 . 

TUBULAR HACKSAW TUBULAR HACK SAW, 16” LONG V-645 wi width 5”; 

350 16” long, 3%4” cut. WT. 142 LBS, 65 With Standard Blade WT. 15 OZ. opens 542” WT. 3412 LBS. 





i 








ve 

VISE GRIP PLIER JUNIOR VISE GRIP PLIERS RADIATOR HOSE CLAMP PLIER 
Standard straight jaws. Length 7”. Onlv 5%” long. Wire cutters. Slots in each jaw to hold small or large 
7-R WT. 13 OZ. 5-WR WT. 6 OZ. size wire clamps. Length 9”. 
10-R_ Length 10” WT. 1% LBS. HC-4 WT. 10 OZ. 

VISE GRIP PLIERS 
VISE GRIP PLIER Curved iaws without cutters. Length 7”. RADIATOR WIRE HOSE 
Curved jaws. Wire cutters. Length 7”. 7-CR WT. 12 OZ. CLAMP PLIER 
7-WR WT. 13 OZ. 10-CR_—_ Length 10” WT. 1% LBS. For cars or trucks. Jaws swivel 180° 
10-WR Length 10” WT. 1% LBS. P-114 WT. 8 OZ. 
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STEERING WHEEL 
PULLER 

For pulling most pas- 
senger car and light 
truck steering wheels 
held by two cap screws 
and lock nuts. Nipple 
included for use over 
a hollow shaft to pro- 
vide a base for the 
screw. 

545-A WT. 1 LB. 


STEERING WHEEL 
PULLER 

Pulls any steering wheet 
tapped to take cap 
screws. Also for re- 
moving flanges and pul- 
leys. Nipple furnished 
for use over hollow 
shafts. Includes three 
sets of side screws, 
sizes: 3/8-16", 5/16-18”, 
5/16-24”. 

545 WT. 134 LBS. 


FAN PULLEY AND 
GEAR PULLER 

For pulling Chevrolet 
fan pulley; also for 
pulling timing gears, 
balance and cam gears. 
Slotted cross arm 64/2” 
long, 1” square. Center 
forcing screw 6” long. 
Two sets of side screws. 
sizes: 3/8-16”, 5/16-18”. 
544 WT. 2% LBS. 


HARMONIC 
BALANCER 

PULLER 

For pulling balancers, 
vibration dampers, pul- 
leys or any gears with 
tapped holes. Can be 
used in 2- or 3-hole ap- 
plications. Includes side 
screws, sizes: (3) 3/8”- 
24x2”, (3) 5/16”-18x 
2”, (2) 3/8”"-16 x 4”. 

546 WT. 234 LBS. 
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BODY DENT PULLER SET 
Includes slide hammer assembly, transmission output shaft 
pulling attachment and dent pulling attachment. 


550-S Boxed WT. 4% LBS. 

Slide hammer assembly and dent puller attachment only 

550 WT..44% LBS. 

502-B Shaft pulling attachment only WT. 11 OZ. 

502-C Dent pulling attachment only WT. 5 OZ. 

550-H Slide hammer assembly only WT. 4 LBS. & 






502-A 


AXLE PULLER SET 
Includes slide hammer assembly and three attachments: 
Flange puller, axle puller and all-purpose puller adaptor. 


508-S WT. 91 LBS. 
538-C Slide hammer assembly only WT. .41/2. LBS. 
502-A_ All purpose puller adaptor only WT. 11% LBS. 


504-A Universal flange puller attachment only WT. 2 LBS. 
506-A Universal axle puller attachment only WT. 13 LBS. 


4 a fi ail © 





a 
\\ 
—) 
wipe 
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UNIVERSAL SLIDE HAMMER PULLER SET 7 
Includes slide hammer, 3-arm adjustable/reversible puller 
and conversion yoke for changing 3-arm puller to a 2-arm 


puller. & 
538 WT. 6% LBS. 
539-A 3-Arm puller assembled WT. 134 LBS. 
538-A 2-Arm converter yoke only WT. 5 OZ. 












POWER MATE BODY PANEL JACK 
55” reach. Compresses — spreads 6,000 lbs. Positive hold. 
Jack action. 


533 Cartoned WT. 1512 LBS. 
533-A 36” optional rod WT. 5% LBS. 
533-B Jack and Handle Only WT. 4% LBS. 


533-C Adaptor Only WT. 212 LBS. 


REVERSIBLE TWO ARM 
GEAR PULLER 
Jaws are slotted on one end for 
pulling gears or pulleys which 
have provision for use of cap 
screws. Center screw %4” dia., 16 
thread x 8%4” long. 
542 8” spread, 51/2” 

reach WT. 4% LBS. 
REVERSIBLE TWO ARM 
GEAR PULLER 
541 6” spread, 3142” 

reach WT. 2 LBS. 
ADJUSTABLE TWO ARM 
GEAR PULLER 
543 10” spread, 9” 

reach WT. 4% LBS. 
ADJUSTABLE TWO ARM 
GEAR PULLER 
540 4” spread, 31/2” 

reach WT. 1 LB. 


UNIVERSAL HUB PULLERS 

Adjusts to fit any rear wheel type hub regardless of 
the number of screw studs. Legs extend to include 
8” bolt circle. Equipped with sliding bearing inside 
round hub and a floating cap to center on axle. In- 
cludes 3 legs and drive handle. 

500 Boxed WT. 10% LBS. 
500-H Handle only WT. 142 LBS. 
500-L: One leg only WT. 112 LBS. 


REVERSIBLE 3 JAW PULLER 
Provides a 3 point grip. Slotted 
jaws. Center screw %” dia., 16 
thread x 8%” long. Permits re- 
moval of fly wheels, pulleys, 
gears, and other parts where jaws 
must fit between spokes. 
548 8” spread, 51/2” 

reach WT. 512 LBS. 
REVERSIBLE 3 JAW PULLER 
547 6” spread, 342” 

reach WT. 2% LBS. 
ADJUSTABLE 3 JAW PULLER 
549 10” spread, 9” 

reach WT. 6% LBS. 


PULLEY PULLER 

Designed to remove pressed on 1 
or 2 groove pulleys on alternators 
and power steering pumps. Also 
removes alternator bearings. No 
loose parts. Boxed. 

531 WT. 1% LBS. 


BEARING SEPARATOR 

Thin knife-like jaws. Reaches be- 
hind parts ordinary pullers will 
not reach. Capacity, 4% in. Boxed. 
539 WT. 6% LBS. 


DUAL PURPOSE REAR UPPER MAIN SEAL INSTALLER 

AND SEAL EXTRACTOR 

Complete motor seal service kit for extracting, installing, packing and trim- 
ming. No need to remove crankshaft or engine. Stainless steel cable with 1,000 
Ibs. tensile strength. Blister packed. OPERATING INSTRUCTIONS ON CARD. 
SS -10 WT. 7 OZ. 


STANDARD MECHANICAL BUSHING AND BEARING PULLER 
AND INSTALLER 

Takes the place of an arbor press or drift in removing sleeve bear- 
ings. bushings, bearing girdles, etc. Exerts even controlled pressure. 
Also used to re-install most bushings. Capacity %2” to 1-1/16” I.D. 


Metal storage box included. 
532-A WT. 6 LB. 


HEAVY DUTY MECHANICAL BUSHING AND BEARING 

PULLER AND INSTALLER. 

Handles job from 7%” to 2” I.D. Includes metal box. 

532 WT. 12 LB. 
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DRAIN PLUG WRENCH 

For servicing all late model cars and trucks. 
Hex lug sizes: 9/16”, 1/2”, 3/8”, 5/16”. 
Square plug sizes: 3/8”, 5/16”, 1/2”, 7/16”. 
312 WT. 1 LB. 


DRAIN PLUG WRENCH 
10 lug sizes. Round shaft, offset handle. 


Removes most drain plugs. 
312-A WT. 13 OZ. 


DRAIN PLUG WRENCH 
8 lug sizes, lugs set at cross corners. Round 


shaft. 
314-A WT. 1 LB. 


DRAIN PLUG WRENCH 

For servicing all male type drain plugs. 7 
sizes in one wrench. Hex openings: 25/32”, 
1-1/32”, 1-1/16”, 1-3/16”. Double square 
openings: 9/16”, 19/32”, 25/32”. 

314-B WT. 14 OZ. 
GENERAL DRAIN PLUG WRENCH 

Two 5/16” hex for all Chrysler products. 
Curved shaft. Other lugs are square for 


all-around use. 
314-D WT. 12 OZ. 


UTILITY MALE DRAIN WRENCH 

8 service openings: 6 hex: 3/4”, 7/8”, 
15/16”, 1”, 1-1/8”, 2”, and 2 double square: 
9/16”, 11/16”. 

314-C WT. 12 OZ. 
DRAIN PLUG WRENCH 

Male drain plug wrench with 5 size open- 
ings: %4”, 7”, 1”, 1¥8”, %e” square. 

312-C WT. 1% LBS. 
GREASE RETAINER CAP PLIER 
Removes grease retainer caps with ease, 
eliminates hammering off the caps. For all 


cars and trucks. 
332 WT. 1 LB. 









4 ' 4 . OIL FILTER TOOL 
15 ribbed sides grip filter. No slipping. 
UNIVERSAL CHAIN WRENCH UNIVERSAL CHAIN WRENCH Three 12” ae Salen for cuitenian 
Grips all shapes without crushing. All-purpose wrench for oil filters, tail drive of any ratchet. Permits working 
Teeth grip either direction. Capacity: pipes. Doubles as a pipe wrench or vise. in open. 





Ye” to 4”, Capacity: %” to 412”. 322 WT. 14 OZ. 
319 WT. 13%, LBS. 320; LENGTH 1112” WT. 2 LBS. UNIVERSAL OIL FILTER WRENCH 
OIL FILTER CHAIN WRENCH UNIVERSAL DRUM BUNG WRENCH Removes filters in close quarters. For 
For removing ‘“snin-on’’ oil filters. Opens 15 different drum closures effi- cars and trucks. Positive serrated non- 
Ratcheting action. Capacity: 242” to 4”. ciently. slip grip. 





315-A LENGTH 9” WT. 15 OZ. 323 LENGTH 15” WT. 13%4 LBS. 315-B WT. 12 OZ. 
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COMPACT BENCH TYPE LUBRICATING 
WHEEL BEARING PACKER P ieee [ 
Easy to operate. Grease is forced into bear- > mal 
ing at all points, lubricating thoroughly and 
insuring a perfect packing job automati- 
cally. Built to last. Large grease container. 
Sturdy forcing piston with O ring. Com- 
plete with dust cover plate. Holds enough 
grease (any type) to pack dozens of bearings. 
317 WT. 7 LBS. 


LUBRICATING ADAPTOR KIT 

For use on high lubricating booster or hand 
grease guns. For all removable plug or slot- 
ted screw fittings. Contains long hose, plug 
adaptor, needle point adaptor, seal-off adap- 
tor, sleeve and connector. Blister packed. 
325 WT. 11 OZ. 


325 





TRANSMISSION FILLER 

Ideal for automatic transmissions. 14” flex- 
ible metal hose. Trigger handle forces can 
open after it is positioned, prevents spilling. 
300 WT. 142 LBS. 
OIL DISPENSER 

Same as above less flexible hose. Designed 
for standard oil spouts. 

301 WT. 1% LBS. 
STANDARD OIL SPOUTS 

Long-wearing can cutting blades. Fits 1- 
or 5-quart cans. Leakproof. 

303 Zinc Lustron 842” Lg. WT. 10 OZ. 
302 Nickel Plated 712” Lg. 


Thumb Grip WT. 7 OZ. 
304 Zinc Lustron 712” Lg. 
Thumb Grip WT. 7 OZ. 


UTILITY FLEXIBLE FUNNEL TYPE FILLER 
19” flexible spout, 6” dia. Top screened for 
greater safety. Less cutter. 

305 WT. 9 OZ. 


AUTOMATIC TRANSMISSION FILLER 
Equipped with push button control to stop 
or start flow of solution as needed. 12” 
metal, flexible hose. 
306 Overall length, 

24 inches WT. 15 OZ. 
LUBE SPOUT 
Ideal for pouring oil, anti-freeze, etc. Cut- 
ting blade for 1- or 5-quart cans. Prevents 
spilling. 
310 LENGTH 10” WT. 12 OZ. 
PISTOL AND HANDLED OILERS 
* Polyproplene screw-on caps for long wear. 
Seamless, leakproof bodies. Trigger starts 
or stops flow of oil. Prevents oil waste and 
_ mess. 
307 16 oz. Pistol grip oiler 
with standard spout. WT. 9 OZ. 
_ 308 4 oz. Pistol grip oiler 
| with flexible spout. WT. 6 OZ. 
308-A = 4 oz. Pistol grip oiler 

with standard spout. WT. 6 OZ. 
309 10 oz. Handle oiler 

with standard spout. WT. 9 OZ. 
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THERMO-BATTERY TESTER ACID-RESISTANT BATTERY FILLER 


Provides fast testing in car, on “battery charging”’ line, Flexible spout, acid resistant —fills batteries in any 
or with quick chargers. Has 2%4” glass barrel exposure. location. 

Instant-reading 3 color float. Boxed. Replacement parts 669 WT. 7 OZ. 
available. AUTOMATIC BATTERY FILLER 

667 WT. 7 OZ. Automatic self-leveling battery filler for both regular 
DOUBLE-BARREL BATTERY HYDROMETER and high level batteries. Valve opens and closes auto- 
Extra glass barrel inside for quick reading. Pear-shaped matically when proper level above plates is reached. 
barrel permits reading when solution is low. Boxed. Re- Holds 2% quarts water or acid. 

placement parts available. 678 WT. 14 OZ. 
663 WT. 7 OZ. 679 Nozzle only. WT. 2 OZ. 






\ Nae, 
FINEST QUALITY 
HEAVY DUTY 
BOOSTER CLIPS BEST ~ DESIGN 


BATTERY CLIPS 100 AMPS 







HEAVY DUTY BATTERY BOOSTER CABLES 

Highly flexible, 6 gauge, No. 30 solid copper wire. Lead 
coated springs. Solid connection between cable and 
clamp. 1-9/16” jaw spread, for 6 or 12 volt systems. In- 
sulated vinyl handles. 








672 LENGTH 8 FT. WT. 3% LBS. 
100-AMP BOOSTER CLIPS 3-PIECE, QUICK ADJUST BATTERY CARRIER 
1-9/16” jaw spread. Lead coated, heavy duty spring. Primarily designed to handle 12 volt batteries with side- 
Polarity marked on clips. Insulated vinyl handles. by-side posts. Handles jobs straps can’t. For all size 
674 10 clips, Free Display Rack WT. 334 LBS. batteries. 

554 WT. 1% LBS. 


BATTERY CARRYING STRAP 







Permits carrying battery with safety and ease. Jaws lock TWO PIECE, QUICK ADJUST BATTERY CARRIER 
tight. Will not slip. Poly-vinyl strap. For 6 or 12 volt batteries. Serrated rubber gripper pads 
552-L LENGTH 23 IN. WT. 5 OZ. assure positive grip. 


552 LENGTH 16 IN. WT. 5 OZ. 553 WT. 134 LBS. 
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TERMINAL CLAMP AND POST CLEANER 
Cleans and shapes battery post. Special shape fits 
over post. Wire brush fits inside clamp. Easy- 


knurled grip. 
558 WT. 3 OZ. 


558-A = Replacement brush. 


WT. 1 OZ. 


BATTERY TERMINAL AND POST CLEANER 
Cleans and shapes battery post, terminal clamps. 
Long lasting reversible and replaceable brushes. 


Corrosion resistance. Tapered top brush. 
559 WT. 3 OZ. 


SIMPLIFIED TERMINAL CLAMP LIFTER 
For all cars and trucks. Grips no matter how badly 


corroded terminal may be. 
22 WT. 8 OZ. 


BATTERY TERMINAL CLAMP LIFTER 
Pulls clamps on all cars and trucks. Special sharp 
milled jaws tighten automatically as tension in- 


creases. Pulls all size battery terminals. 
21 WT. 8 OZ. 





THREE-PIECE BATTERY CARE KIT 

The most needed items combined in a vinyl kit. 
Includes battery plier, with tapered angle nose, 
clamp puller and spreader, reamer/post cleaner. 
Handles all old and new car batteries quickly and 
efficiently. 

K-814 WT. 1% LBS. 


CLAMP SPREADER, REAMER, POST CLEANER 
Three tools in one. Spreads and cleans clamp in one 


operation. Battery post cleaner on reverse side. 
B-104 WT. 8 OZ. 


BATTERY OR ALL-PURPOSE PLIER 
Wrench grip. Grips tight to hex, square or round 
parts. Thin tapered angle nose. 


B-100 LENGTH 734” WT. 5 OZ. 




















SUPER BEAM 


TIMING LIGHT 

Checks 6/12 volt operation with- 
out relays on AC/DC circuits. 
Pistol design. Boxed. Chrome 
plated. 

L-3 WT. 35% LBS. 





STARTER CURRENT 


INDICATOR 

400-0-400 amps. Calibrated every 
25 amps. Use on 6, 12 or 24 volt bat- 
try. Checks starter drag. Boxed. 
SC-2 WT. 4 OZ. 





GENERATOR CURRENT 


INDICATOR 

75-0-75 amps. Calibrated every 5 
amps. Determines whether gener- 
ator is charging. Provides approx- 
imate reading of generator output. 
Boxed. 


GC-2 WT. 4 OZ. 





ELECTRIC TROUBLE SHOOTER 
Checks broken wires, continuity and ground in 
fields, dead battery cells, timing, switches and 
lamps. Tests with engine off. Blister pack. 
TS-12 WT. 4 OZ. 


SPARK PLUG TESTER 

Grounds plugs out, checks gap with engine 
running. Light shows visual voltage. Checks 
coils, condensers and points. Blister pack. 
TS-13 WT. 4 OZ. 


ELECTRIC TROUBLE SHOOTER AND 
SPARK PLUG TESTER 


Tests 6 or 12 volt systems. Combined features 
in one tool. Blister pack. 


TS-14 WT. 4 OZ. 


ELECTRICAL CIRCUIT TESTER 
Checks AC/DC wiring to 20 volts; horn cir- 


cuits, directional lights, setting distributor 
points, etc. Protective vinyl covering. Blister 
pack. 

TS-10 WT. 4 OZ. 


SELF POWERED CIRCUIT TESTER 

Operates on pen-cells. Checks open circuits, 
grounds, shorts, timing,.with power off. Checks 
AC/DC wiring. Battery included. Blister pack. 
TS-8 WT. 3 OZ. 
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STANDARD TIMING LIGHT 

Neon light coil in cycolac case. Replaceable parts. 
Works on AC/DC circuits. 

TL-1 WT. 14 OZ. 





COMPRESSION TESTER 

Reads accurately to 300 lbs. Triple strength, glass 
enclosed 242” dial. Chrome plated. Boxed. 

CT-1 WT. 23% LBS. 





FLEXIBLE DRIVE 

COMPRESSION TESTER 

Measures to 300 lbs. Use in 14 MM and 18 MM 
spark plug holes. 


CT-6 LENGTH 20” WT. 1 LB. 





Lie 


Mae 


AUTO SCOPE 

Detects and amplifies hard to locate noises not 
normally heard. Pin points bearing knocks, piston 
slap, noisy valves, rear end noises, body squeaks. 
Blister pack. 


TS-30 WT. 5 OZ. 



































SELF-LOCKING RATCHET 
RING COMPRESSOR 

Two band, takes all rings at 
once. Passenger car capacity 
24%” to 5” dia. 

RC-3. HT. 312” WT. 11 OZ. 
Capacity 342” to 7”. 


RG-5 Boxed. WT. 13 OZ. 
Capacity 142” to 3”. 
RG-0 Boxed. WT. 5 OZ. 
Capacity 212” to 5”. 

WT. 6 OZ. 


RC-1 Boxed. 


TRUCK RATCHET 

PISTON RING COMPRESSOR 
7” spring steel band; 342” to 7” 
capacity. Heavy duty, beaded 
bottom edge. 


RC-150T WT. 11/2 LBS. 


CYLINDER HONE GLAZE BREAKER 
Adjustable pressure control. Two fast cutting medium grit stones and 
one felt oil wiper pad. Operates with high or low speed electric drills. 


1%” to 5%” uses 3-inch stones. 
H-20 


H-4 CYLINDER HONE uses emery cloth, 3” stones. 6 set cloth incl. 


H-16 CYLINDER HONE CLOTHS, set of 3 med. grit cloths, boxed 


H-6 CYLINDER HONE for 2” to 7” dai. Uses 3” or 4” stones 






PISTON RING GROOVE 
CLEANER 

Piston sizes 2” to 5”. With cut- 
ter wheels 5/64”, 3/32”, 1/8”, 
5/32”, 3/16”. 

RT-5 WT. 10 OZ. 
Cutter wheel blades 5/64, 3/32, 
5/32, 3/16. 

RT-5A WT. 1 OZ. 







- RC-150T 
























DELUXE PISTON GROOVE 
CLEANER 

Quick set, self-aligning 5/64” 
cutter blade. Special locking, 
no back slipping. 


BH-50 WT. 11/2 LBS. 


AIR-OPERATED C-CLAMP 
VALVE LIFTER 

Operates on 90-150 lbs. air. 
With 3 types jaws, 7s” to 2” dia. 
VT-20 HT. 812” WDTH. 7” 
WT. 81/, LBS. 


C-CLAMP PIN-SCREW- 
OPERATED COMPRESSOR 


UNIVERSAL C-CLAMP 

VALVE LIFTER 

Offset jaw, for 1” to 2” dia. 

valve springs. With 3 pairs 

spring holding jaws. 

VT-11 HT.1014” WODTH. 934” 
WT. 61/, LBS. 

Small straight jaws 7” -— 17%” 


spring dia. 
Replacement parts available. VT-21 WT. 3 OZ. 
ares WT. 12 OZ. Medium offset jaws 1” — 2” 
‘spring dia. 
SPLIT LOCK REPLACER VT-22C WT. 4 OZ. 
Holds locks in position until Large straight jaws 11/2”—2%” 
retainer is lowered to receive spring dia. 
them. Operates in tightest areas. VT-23 WT. 4 OZ. 
VT-7 | WT. 5 Oz. G-TYPE LIFTER FOR 
COMPACTS 


VALVE LIFTER 

For all L-head in line engines. 
Keeps spring level at all times. 
No danger of slipping. 

WT. 11/, LBS. 


Screw adjustment height 612”, 
wide 6%4”. Spring capacity 7s” 
to 142” dia. One hand tension 
release. 


VT-49 VT-18 Boxed. WT. 3 LBS. 


9” to 51/,” 


WT. 1% LBS. 


WT. 142 LBS. 
WT. 1 OZ. 


WT 1% LBS. 









REPLACEMENT HONE SETS 
H-12 WT.40OZ. 2-3” stones med. 220 grit, 1 felt oil wiper. 
H-13 WT.40Z. 2-3” stones fine 400 grit, 1 felt oil wiper. 
H-15 WT.4OZ. 2-3” stones coarse 100 grit, 1 felt oil wiper. 
H-14 WT.50Z. 2-4” stones med. 220 grit, 1 felt oil wiper. 
H-14A WT.5 OZ. 2-4” stones fine 400 grit, 1 felt oil wiper. 
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BRAKE CYLINDER HONE 


For cylinders from %4” to 214”. Completely adjustable. Flexible 
shaft. Complete with med. 280 grit stones. Blister pack. 

BH-63 WT. 4 OZ. 
BH-63-1 3 med. stones — 280 grit WT. 1 OZ. 
BH-63-14 3 fine stones — 400 grit WT. 1 OZ. 


BRAKE CYLINDER HONE FOR 

COMPACT AND FOREIGN CARS 

Yo” to 2%” capacity. Flexible driver. Complete with two scala 
stones, 280 grit. Packed in plastic tube. 

BH-63F WT. 3 OZ. 


BH-64 2 stones, med. 280 grit WT. 1 OZ. 
BH-65 2 stones, fine 400 grit WT. 1 OZ. 


BRAKE SPRING PLIERS BRAKE SHOE BENDIX BRAKE SPRING TOOL 
WITH SOCKET RETAINING SPRING TOOL Needed to work on Bendix brakes with 


Includes socket for Bendix Lockhead For installing or removing shoe _ hold- spring hooked onto pin. 

brakes. downs. Large opening, gives full vision. X-10 . WT. 6 OZ. 

BSP-32 LENGTH 1434” WT. 15 OZ. X-12 WT. 3 OZ. UNIVERSAL BENDIX BRAKE TOOL 
For Buicks, Chevrolets and Corvairs. De- 
signed to clear the lower control arm of 
the ball-joint suspension. 
X-6 WT. 5 OZ. 

BENDIX BRAKE TOOL 

For turning star wheel on two shoe Ben- 


dix and other brakes. 
X-5 WT. 5 OZ. 


UNIVERSAL ONE-MAN BRAKE BLEEDER 

Single operation for standard and power brakes. 1% gal. tank 
has 42” hose with shut-off valve. Portable model with solid- 
brass fittings, pressure and sight level gauge, and safety pop- 
off valve set at 40 lbs. 

318 WT. 612 LBS. 


318A Optional adoptor for Ramblers WT. 15 OZ. 



























BLOW GUN 
Hang up, lever 
type blow gun 
with % inch inlet. 


A-29 WT. 7 OZ. 


tip. 
A-36 


HANG UP BLOW GUN 
With %” female pipe 


thread inlet. Button 
type. 
A-30 WT. 6 OZ. 


NUT CRACKING 
TOOL 

Fits into small places. Will 
crack nuts up to 7%”. An- 
gled for easier use. 34” 
adjustment nut. 


TCc-2 LENGTH 6” 
WT. 1% LBS. 
TC-9A Replaceable 
V cutting 
chisel WT. 1 OZ. 
TC-8B Replaceable 


anvil WT. 3 OZ. 


TUBE CUTTER 


reamer. Boxed. 
TC-5 


TC-5A Extra cutter 
wheel 


A-29 


SIPHON BLOW GUN 
Cleans with mixture 
of air and solvent. 
%” female pipe 

thread inlet. Short 


WT. 6 OZ. 









Cuts tubing from ¥%” to 1’ O.D. Self 
centering roller jaws. Retractable 


WT. 10 OZ. 














K-35 





TAILPIPE 
RE-SIZING TOOL 
Resizes or removes dents 
from tailpipes and muffler 
ends. Equipped with three 
steel rollers. Adjustable. 


K-10 WT. 154 LBS. 


TUBE FLARER 
7 threaded flaring die for 3/16” to 
5/8” O.D. copper, aluminum, and 
soft steel tubing. Ideal for brake 
or gas lines. Boxed. 


FT-5 


WT. 3 OZ. 


ae 


CAR DOOR 

HANDLE TOOL 
Designed to release spring 
clip on late model Chry- 
sler product door handles. 


K-36 WT. 4 OZ. 
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CAR DOOR 

HANDLE TOOL 

For removing door handle 
spring clips on General 
Motors and Ford products. 


K-35 WT. 4 OZ. 









OF i 





NO-KINK ADJUSTABLE 


WT. 2 LBS. TB-2 


TUBE BENDER 

Bends copper, aluminum or soft steel 
tubing without kinking. Sizes 7/16” 
and 1/2” O.D. 





WT. 10 OZ. 






















FOOT-POUND TORQUE WRENCHES 
DRIVE LEVER PULL OVERALL 
ste | SH | acti, | Sie 
24 139” or 2”) 13%" | 45.1 15'%6" | 14% LB 
FT-LBS 
WT-100 0-100 i) 
FT-LBS 
WT-200 0-200 10 1944”) 124.7 
FT-LBS 


Pivited handles. Guaranteed accuracy within 2% of full scale. 
WT-100, WT-150 Blister pack; WT-50, WT-200 Boxed. 


DRIVE LEVER PULL OVERALL 
squpe | ae | meas | Hie 
0-150 9 we 1838”| 100.0 | 20%2”| 24%2LB 
FT-LBS 
0-175 9 Yi” 1914”| 3LB 
FT-LBS 


WT-700 Swivel head. Blister pack. WT-175 Reversible head. Boxed. 






a 











CATALOGUE 
‘NUMBER 








TORQUE MULTIPLIER 


Universal type, geared wrench for tightening and loosening 
nuts, bolts and cap screws. Moving parts mounted on roller 
bearings. 5 to 1 power ratio with maximum output of 2,000 
ft. lbs. 1” square drive male output; 1/2” square drive female 
input. Includes 12” male to %” female square drive input 
adaptor and heat-treated, 18” anchor tube. 

WT-375 LENGTH, 2814” WT. 18 LBS. 


HEX WRENCHES 


18-PIECE HEX KEY SET 


Nine short series, .050, 1/16, 5/64, 3/32, 1/8, 5/32, 3/16, 7/32, 
3/4, Nine long-arm series; 5/64, 3/32, 1/8, 5/32, 3/16, 7/32, 
1/4, 5/16, 3/8. Packed in durable case. 

H-185 WT. 1 LB. 


11-PIECE HEX KEY SET 

Sizes: .050, 1/16, 5/64, 3/32, 1/8, 5/32, 3/16, 7/32, 1/4, 5/16, 
3/8. Packed in durable case. 

H-11S WT. 9 OZ. 


7-KEY KNIFE HEX SET 


Fits set screws 3” to 3%”. Permits 180° swivel without remov- 
ing wrench from screw. Sizes: .050, 1/16, 5/64, 3/32, 1/8, 
5/32, 3/16. 

7-P WT. 4 OZ. 
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STANDARD FEELER GAUGE 
Ten 3-5/16” blades: .002 through .008, and 
.010, 

FG-1 

UNIVERSAL MASTER GAUGE 
Twenty-five 3-5/16” blades: .0015, .002 
through .016, .018, .020, .022, .024, .025, .028, 
030, .032 and .035. 

FG-25 

HEAVY DUTY SPARK PLUG 
WIRE GAUGE 

Electrode bender and 8 wire gauges. Sizes: 
.022, .025, .028, .030, .032, .035, .038, .040.. 
FG-8 WT. 2 OZ. 
FG-7 Spark Plug Wire Gauge WT. 1 OZ. 
MASTER IGNITION GAUGE 

Sixteen 134” blades: .011 through .032. 
FG-15A WT. 1 OZ. 


IGNITION GAUGE 
Twelve 134” blades: .011 through .025. 


WT. 2 OZ. 


WT. 4 OZ. 


FG-6A WT. 1 OZ. 
FORD GAUGE 
Thirteen step-ground 3-5/16” Go-No-Go 


blades: .010-.012, .011-.013, .012-.014, .013-.015, 
.014,-.016, .015-.017, .016-.018, .017-.019, .018- 
.020, .019-.021, .021-.023, .024-.026, .025-.027: 
Four 3-5/16” ignition blades: .015, .016, .020, 
.025. Three 90° offset wire blades: .025, .028, 
.035. Two straight wire blades .017, .030. 
One electrode bending tool. 


FG-3A WT. 3 OZ. 


cases. 





| 
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FG-14A 











STEEL LETTER AND FIGURE STAMPS. 
Tough, anti-mushroom hammer end. Packed in wood 


F-%4 9 pc. figure set 5/32” WT. 1 LB. 

F-3/16 9 pc. figure set 3/16” WT. 12 OZ. 
F-1/8 9 pc. figure set 1/4” WT. 8 OZ. 

L-1/8 28 pc. letter set 5/32” WT. 1-1/2 LBS. 
L-3/16 28 pc. letter set 3/16” WT. 2-1/4 LBS. 
L-1/4 28 pc. letter set 1/4” WT. 3 LBS. 

S-1/8 Letter or figure 1/8” WT. 1 OZ. 

S-3/16 Letter or figure 3/6” WT. 1 OZ. 


S-1/4 Letter or figure 1/4” WT. 1 OZ. 


LUFKIN PEE WEE 

White clad %4” wide, 6’ 
white, red foot figures. 16” centers. 
W-616 

LUFKIN WHITE TAPE 


1/2” wide, 6’ long. Foot markings in black 


color blocks. 
W-8210 
LUFKIN MEZURALL 


long. Black on 


WT. 3 OZ. 


WT. 4 OZ. 





White clad 12” wide, 6’ long. Foot mark- 
ings in black blocks, 16” centers in red. Re- 
movable belt clip. 
W-926 

LUFKIN MEZURALL 
White clad %4” wide, 12’ long. Foot mark- 


WT. 6 OZ. 


ings in black blocks, 16” centers in red. 


Removable belt clip. 
W-9212 

LUFKIN LOKMATIC 
White clad, %2” wide, 12’ long. Positive 
lock, push-button return. Foot markings in 
black blocks, 16” centers in red. Remov- 
able belt clip. 
W-7212 
LUFKIN LOKMATIC 

34,” wide, 12’ long. Positive lock, push-button 
return. 
W-7312 


WT. 7 OZ. 


WT. 8 OZ. 


WT. 10 OZ. 
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COMBINATION GAUGE 
Ten 3” blades: .002 through .008, .010, .013, 
015. Twelve 134” blades: .011 through .020, 
022 and .025. 

FG-5A 

COMBINATION O.H.V. GAUGE 
Seven 3-5/16” blades, 45° offset: .018, .019, 
020, .021, .024, .025, .026. Four straight 
3-5/16” blades: .015, .016, .018, .019. 

FG-16 WT. 3 OZ. 


CHEVROLET GAUGE 

Eight 3-5/16” blades: .006, .007, .008, .010, 
.012, .013, .015, .020. Four 3-5/16” ignition 
blades: .016, .018, .020, .022. Three 90° offset 
wire blades: .032, .035, .040. Electrode bend- 
ing tool. 

FG-4A WT. 2 OZ. 
UNIVERSAL O.H.V. GAUGE FOR 

V-8 ENGINES 

Sixteen 3-5/16” blades, 45° offset; .009, .010, 
.011, .014 through .021, .023 through .027. 
FG-17 WT. 5 OZ. 


UNIVERSAL GO-NO-GO GAUGE 
Fifteen 342” blades: .006-.008, .007-.009, .008- 
.010, .009-.011, .010-.012, .011-.013, .012-.014, 
.013-.015, .014-.016, .015-.017, .016-.018, .017- 
.019, .018-.020, .019-.021, .020-.022. 
FG-14A WT. 3 OZ. 


FEELER GAUGE 
Fifteen 3-5/16” blades: .002 through .015, 
.020 and .025. 

FG-14 

SPARK PLUG GAP TOOL 
Revolving gauge: .022, .025, .026, .028, .030, 
.032, .035, .036, .038 and .040. 
SG-71 


WT. 2 OZ. 


WT. 2 OZ. 


WT. 14 OZ. 




























TAP & DIE 


RETHREADING ... CHASERS 


eee, 





T-614 


Machine Screw 


4x36 "x20" 
6x32 4(6”x18” 
8x32 ¥ x16” 
10x24 Ke" x14” 
10x32 Wy"’x13” 
12x24 14” Pipe 
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39-PC. TAP AND DIE SET 

Set consists of popular sized, die stock, tap and 
reamer wrench, T-tap wrench, screw pitch, gauge 
and screw driver, plus taps and dies. Packed in un- 


breakable plastic case. 
T-614 TYPE DIE SOLID 1” O.D. WT. 4 LBS. 





RETHREADER DIE SETS 

Contains 7 hex rethreader dies U.S. standard, N.C. 
%,” through %”. Packed in plastic case. 

TC-7 WT. 5 OZ. 
TF-7 S.A.E.-N.F. %4”-5/” WT. 5 OZ. 


THREAD FILE...RIGHT OR LEFT 

Restores damaged threads of any size. Threads per 
inch: 11, 12, 13, 14, 16, 18, 20, 24. 

X-13 LENGTH 7” WT. 6 OZ. 


X-14 THREAD FILE LENGTH 7” WT. 6 OZ. 
Threads per inch: 9, 10, 12, 16, 20, 28, 32. 


4-PC. SCREW EXTRACTOR SET 

Removes broken screws, bolts, studs, pipe fittings. 
Uses drill sizes, 7/64, 5/32, 1/4, 19/64. 

20-P EXTRACTOR SIZES 2, 3, 4, 5 WT. 4 OZ. 


TAPS AND DIES IN SET AT LEFT 
CONSIST OF THE FOLLOWING SIZES: 


N.C. N.F. 
Standard U.S. Standard S.A.E. Standard 


30 





EXTRACTORS 


FOR SCREWS AND STUDS 


T-1278 


14x28 
546x24 
3x24 
XK X20 
14x20 


42-PC. TAP AND DIE SET 
With single hex O.D. die and large T-tap wrench. 
Sizes same as above. Plastic case. 


T-606 WT. 41/4 LBS. 


RETHREADING DIE SET 


Contains 16 hex rethreader dies plus 2 thread files. 


Nut-size dies from 1/4” to 34” in N.F. and N.C. threads. 
Packed in a wood case. 
Ton oo 


5-PC. SCREW EXTRACTOR SET 
Uses drill sizes 5/64, 7/64, 5/32, 1/4, 19/64. 
35-P EXTRACTOR SIZES 1, 2, 3, 4,5 WT. 4 OZ. 


HEX HEAD TAP AND DIE CHASER 

Will not undercut or leave sloppy fit. Three chaser 
taps: 1/2”x 20, 7/16" x24, 3/8" x24. Tube sizes. 
5/16”, 1/4”, 3/16”. Partitioned wooden traps. 

T-33 WT. 7 OZ. 


AXLE RETHREADING DIE (SAE) 

Rethreads axles without removing from housing. 
Sizes: S.A.E. threads; 52”, 34”, 7%”, 1”, 1%”, 1%”. 
AD-2 LENGTH 11” WT. 2% LBS. 


STUD REMOVER... %2-INCH DRIVE 


Eccentric roller grips firmly. Adapts to a 42” square 


drive socket wrench. 
S-19 WT. 11% LBS. 


WT. 212 LBS. 








DIRECT CURRENT DRIVEWAY SIGNAL WITH 6” GONG DRIVEWAY SIGNAL ACCESSORIES 

Operates on 110 volt direct current with grounded lead cord. No Round tread, heavy duty hose. %” ID, ¥%” wall. 
relay, transformer, or contact points to line up. Will not continue Order as required. 

ringing if car stops on hose. Operates on hose up to 300 ft. Does E-25 WT. 10 LBS./100 FT. 
not include hose. 

E-1 WT. 21/2 LBS. E-21 Hose as above, 300 ft. roll. WT. 47 LBS. 
E-2 Signal with end plug, 5 ft. aluminum tubing. WT. 2% LBS. E22 Hose as above, 500 ft. roll. WT. 80 LBS. 
E-3 Signal with 50 ft. rubber hose. WT. 10 LBS. 


10-VOLT TRANSFORMER OPERATED DRIVEWAY SIGNAL 
3 in. vibrator bell, mounted on 334” x11” metal panel. Built in 
control. 10 volt transformer. Complete with 25 ft. hose, end plug E-14 Hose anchoring end plug. WT. 1 LB. 


and anchor. 
E-5 WT. 71/2 LBS. E-19 5 ft. Aluminum tubing connector 


16-VOLT TRANSFORMER OPERATED DRIVEWAY SIGNAL with all brass fittings. WT. 5 OZ. 


E-21A = F‘lat tread in 642 ft. 
lengths, with end clamps. WT. 8 LBS. 


6” gong. 16 volt transformer. Complete with 40 ft. hose, end plug E-18 . Hose “Y” fitting. WT. 3 OZ. 


and anchor. 
E-7 WT. 9 LBS. E-17_ Rubber end plug for %” ID. WT. 1 OZ. 


-_ 


25 ft. 2 wire, 18 gauge Neoprene retractable cord set 25 ft., 2 wire, 18 gauge Neoprene extension cord with 
with trouble light, handle with tool tap, wire guard. Male male and female plug. 

plug, 18” pigail. Baked white enamel case. Includes wall 563 WT. 1% LBS. 
bracket, hardware. 

560 WT. 5% LBS. 50 ft., 2 wire, 18 gauge Neoprene extension cord with 
30 ft. 3 wire, 18 gauge Neoprene retractable cord set male and female plug. 

with trouble light, handle with tool tap, wire guard. Male 564 WT. 2% LBS. 
plug, 18” pigtail. Baked white enamel case. Includes wall 

bracket, hardware. 25 ft., 2 wire, 18 gauge Neoprene extension cord with 
566 WT. 6 LBS. trouble light, handle with tool tap, wire guard. 


25 ft., 2 wire, 18 gauge Neoprene retractable extension 561 WT. 2 LBS. 
cord with female plug, 18” pigtail. Baked white enamel 

case. Includes wall bracket, hardware. 50 ft., 2 wire, 18 gauge Neoprene extension cord with 
565 WT. 41/2 LBS. trouble light, handle with tool tap, wire guard. 

565A Wall mounting bracket WT. 4 OZ. 562 WT. 3% LBS. 
































HEAVY DUTY TUB WRINGER, GEARED CRANK 
Full size 12”, 134” dia. rubber rollers. Geared crank 
turns both rollers, prevents slipping. Handles the 
largest chamois, rags or mitts without sticking 


or tearing. 
WR-420 WT. 1434 LBS. 
























WR-465A 


WR-465 1 CTN. OF 


FOUR 


PARTS CLEANING DIP TANK 

For cleaning engine parts, tools, etc. 
Includes 20 gallon tank with cover, 
parts basket, casters. Drain valve with 
threaded spout for hose connection. 


WR-430 Includes 1 gallon 
Kleen-eze 


WR-431 Complete less Kleen-eze 
WT. 3512 LBS. 


WT. 4412 LBS. 


KLEEN-EZE CONCENTRATE 
Non-toxic, fast penetrating parts clean- 
ing concentrate. Removes grease, 
grime, oil sludge and dirt quickly. Di- 
lutes 1:10 with water. 
WR-435 1 GALLON 


WR-440 5 GALLONS’ WT. 49% LBS. 


3-GALLON RADIATOR FILLER 
Polyethylene filler resists oil, gas, anti- 
freeze, and hot or cold temperatures. 
Won’t mar fender finishes. 





LITTLE GIANT ROLLER TUB WITH WRINGER 
Rolls into location quickly with easy glide casters. 
Capacity, 20 gallons with faucet type drain plug. 
Galvanized interior, baked white enamel exterior. 
Complete with wringer. 

WR-410 WT. 3912 LBS. 


WR-415-A 3 Tubs less wringers, 


with casters WT. 71 LBS. 
WR-415 Single tub, less wringer WT. 2312 LBS. 





WR-435 


KLEEN-EZE 
SELE EMULSIFYING SOLVENT 
“CONCENTRATE” 


DEGREASER 


88S CRBOTCPOARE CARED 
FAST! $0 EFFICIENT 
ECONOMICAL 


WT. 9 LBS. 









WR-465A 


WT. 112 LBS. 


WT. 8% LBS. 











Display Boards 
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J) 180 LS 
PASSENGER TOOL BOARD SET 


CONTAINS 14 SPECIALIZED TOOLS 
4-RG Steel & Rubber 196-C Stem Retreaver 
Hammer B-195 Wire Brush 





TO INCREASE SALES AND PROFITS 









TE . A Aeoonseiieinlitasietnbintinttienipicssesvnisesito 
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J 175 


TRUCK TOOL BOARD SET 


CONTAINS 14 SPECIALIZED TOOLS 


W-96 4-Way 197-B_ Valve Tool 


Prodding Awl 1795 Budd Wrench 


Miscellaneous Tools 


WITH JOB-DESIGNED PERFORMANCE 





FIBERGLASS HAMMER HANDLES 


335 Hub cap tool (2)178 Tire Iron 191-CG Tire Hammer 164 Ring Tool 

190 Bead Spreader 181-B_ Tire Iron 199-K Wrench 181-A_ Tire Iron WITH METAL COUNTER 

197-B Valve Tool 182-C Tire Iron 191-DG Hammer 182-A_ Tire Iron DISPLAY RACK 

191-G Tire Hammer 196 Valve Tool 125 Ring Tool 165 Ring Tool Includes 5 each: GH-1100, GH-1120 and 
W-88  4-Way Wrench 93 Prodding Awl 166-A___— Driving Iron 168 Bead Tool GH-1130. Rack size: 14” x 16”. 

180 Complete. With Board WT. 37 LBS. 175 Complete With Board WT. 6412 LBS. GH-1140 WT. 9% LBS 
180-B 27” x 34” Board Only WT. 13% LBS. 175-A 34”x 38” Board Only WT. 20%2 LBS. ° ‘ 


: ae 


MAGNETIC PICK-UP TOOLS __ 


WT. 1 OZ , 
6-inch tool with permanent magnet and 427-A 5” Starter WT. 1 OZ. with hooks for hang- 
sturdy pocket clip. 129-A 9” Starter WT. 1 OZ. ing merchandise. 


906 Individual Tool. .. WT. 1 OZ. 
906-D 812” x11” Wall hanging display 
card of 12 tools. WT. 15 OZ. 


SCREW STARTERS 






125-A 2%2”Starter 





Ey i 


NYLON HANDLES 
Safe for 2,000 volts of electricity. 
134-D 10”x9” Wall hanging display 


card with 1 each of the fol- 


GH-1150 Same as above plus 2 each: 
GH-10 and GH-16. Replaceable tip ham- 
mers. WT. 13 LBS. 


LUFKIN PROFIT | 


PACKAGE 
6 Each of the 6 
most popular Luf- 
kin tape rules dis- 
played in attractive 
blister packs. Wall 
hanging display 
board is complete 


ce 


STEEL TAPE RULES 





Size: 7% x 21 in. 
Package includes: 
W-616, W-926, W- 
7212, W-7312, W- 








ALUMINUM HANDLES lowing: WT. 3 OZ. 9212, W-8210 and 

129-D 1042”x9” Wall hanging dis- 130-N 2%2” Starter WT. 1 OZ. free display board. 

play card with 4 each of the 132-N 6” Starter WT. 1 OZ. W-800 Wt. 31/2 LBS. 
following: WT. 10 OZ. 134-N 9” Starter WT. 1 OZ. . 


AIR IMPACT WRENCH 

Sturdy, cast aluminum housing pro- 
tected by durable poly vinyl cover. 
Balanced-weight construction. Pistol 
grip for better control, less operator 
fatigue. Max. torque from minimum 
air pressure—operates on 90-125 
P.S.I. % in. drive. Easy repair —10 
moving parts. Take down, parts re- 
placement and re-assembly by anyone 
quickly. Check our competitive price! 
W-300 %4” Long Shaft WT. 542 LBS. 
W-310 3” extension shaft. WT. 6 LBS. 
TIRE STUDDING EQUIPMENT 
Automatic units and handy, space- 
saving units or combinations to help 
you meet the growing tire-studding 
business. All units have interchange- 
able parts. Add to your equipment as 
business grows. 


Job Designed Tools 


Stud Gun/Kit KB 2951} Com. Dix. Stand KT 1968 

Stud Gun, Only SH 2951] Fl. Mdl. Stand KT-1968-A 

Stud Gun/Kit OKU #10] Wall Mount 

Stud Feeder OKU#2| Stand KT 1969 

Stud Feeder Stud-eze Wiggler T-999 
Hvy. Duty SH 2960}Stud Lube 20z. SL 900 


Also full line of T.S.M.I. apprdved 


studs. Contact us for information. 
Write Kennedy. 


TIRE PRODDING AWL 
Designed to remove foreign objects 
without damaging tires. 
93 WT. 2 OZ. 


SCREW EXTRACTOR SET 

Straight fluted for screws %4” to 12” 
Dia. Contains 10 drill guides 9/32” to 
9/16” O.D., 5 extractors %4” to 9/16” 
Dia. and fine, fractional drills %” to 
11/32” 


T-615 Boxed WT. 1% LBS. 


se 


HUB CAP REMOVER 

Removes passenger car hub caps. Pre- 
vents damage. Made from quality 
forged alloy steel. 

T-66 WT. 2% LBS. 
FORD WHEEL PULLER 
ATTACHMENT 

Used with 500 puller for all rear wheel 
hubs. Permits pulling without spring- 
ing pressed steel drums out of align- 
ment. 

500-A WT. 31/2 LBS. 
BODY MATE FRICTION JACK 

Over 3,000 lbs power capacity. Ideal 
for aligning fenders, hoods, bumpers, 
doors, etc. Pushes, pulls, aligns, braces. 
Set includes: 3 extension tubes 6”, 9”, 
12”, 2 push caps, 2 couplings and 2 pull 
attachments. Boxed. 

610 WT. 11% LBS. 








A 
Air Line Chucks ........ 14 
Air Tanks, Tire .«...c.5... 3 
Air Tools: 
Bead Breaker ........... 9 
Bead Expander ......... 9 
Be «kad haedieeckass 15 
Tire Changer ........... 9 
Tire InsuGn womieccaas 14 


Valve Lifter, C-Clamp . 25 
Auto Scope 
Axle Rethreading Dies ... 30 


Axle Stands ............. 13 
B 

Battery Booster Cables .. 22 
Battery Care Kits ........ 23 
Battery Carriers, Straps .. 22 
Battery Clamp Lifters ... 23 
Battery Fillers ........... 22 
Battery Hydrometers, 

fi, 22 
Battery Pliers ............ 23 


Battery Terminal Cleaners 23 


BORUGED  séccsseesd c's £4 ckxs i) 
Bead Breakers ......... 4, 9 
Bead Breaker Irons ....... 4 
Bead Expanders ........ 7, 9 
Bendix Brake Tools ...... 26 
Biow CHGS cows ss fe ocwus 27 


Body Dent Puller Sets ... 18 
Body Panel Jacks 
Brake Bleeders 
Brake Cylinder Hones ... 26 
Brake Shoe Spring 


Retainer ................ 26 
Brake Spring Pliers ...... 26 
Brushes, Cleaning 

and Washing ........... 15 
Budd Wheel Wrenches .... 6 
Buffing Tools, Accessories 15 


C 
Carbon Cleaning Brush... 15 
Car Door Handle Tools .. 27 
Carburetor Tools 
Chain Wrenches ...... 17, 20 
Chevrolet Ignition Gauges 29 


Clamp Pliers, Hose ...... 17 
Compression Testing 

Equipment .............. 24 
a 12 
Cutter, Tube ............. 27 


Cylinder Glaze Breakers . 25 


Cylinder Hones .......... 25 
D 

De-Glazing Tools ........ 25 

Detecto Mist .............. 4 

ol i i 32 


Distributor Point Tools .. 17 
Displays, Merchandiser 3, 33 
Dollies, Truck or 


Bus Wheel ............. 13 

Drain Plug Wrenches .... 20 

Driveway Signals, 

Accessories ............. 31 
E 

Electric Circuit Testers .. 24 

Electric Cord Reels ...... 31 


Electric Testing Equipment 24 


Extension Cords ......... 31 
Extractors, Screw ....... 30 
F 
Feeler Gauges ........... 29 

Fiberglass Handle 

a ee 11 

Fiberglass Handle 

Hammers Displayers .... 33 

Fiberglass Handle 

Hammers Replacement 

Kit Displayers .......... 33 

Fiberglass Handle 

Hammers Replacement 

AO 7% x wacwen55.0 dak 6 ie 11 

Figure Stamps, Steel ..... 29 

Files, Thread ............ 30 

Flaring Tool, Tube ....... 27 

Ford Ignition Gauge ..... 29 

Four-Way Wrenches ... 4, 5 
G 

Gauges, Feeler .......... 29 

Gauges, O.H.V. .......... 29 

Generator Current 

Sudionlore | ees 64666 ccxun 24 

Go-No-Go Gauges ....... 29 

Grease Bars .............. 8 

Grease Packer, 

Wheel Bearing .......... 21 

Groove Cleaners, 

Piston Ring ............. 25 
H 

Hack BaGWS  ccccdssicccwassss 17 

Hammers, All-Purpose 10, 11 

Hammers, Fiberglass .... 11 

Hammers, Soft Face ..... 11 

Hammers, Tire ....... 10, 11 

Hex Key Wrenches ...... 28 


Hone Sets, Replacement 25, 26 


Hub Pullers ccsiiscsvsnaass 8 
I 
Ignition Gauges .......... 29 
Ignition Testers ......... 24 
Impact Tools: 
Bead Breaker ........... 7 
Wheel Sets ............. 5 
ee 17 
Jacks, Scissor ............ 13 
K 
Kleen-Eze Concentrate ... 32 
L 
Leak Detectors, Tire, Tube 9 
Letter Stamps, Steel ..... 29 
Lifters, Valve ............ 25 
Lock Ring Guards ....... 12 
Lock Ring Tools ...... 7. i2 


Lubricants, Tire Mounting. 9 
Lubricating Adaptor Kits 21 


Lubrication Tools ........ 21 
M 

Magnetic Pick-up Tool 

Display Boards ......... 33 


Magnetic Pick-up Tools 17, 33 
Mallets, Rubber ...... 10, 11 


34 


Mechanics Roller Seats .. 12 
Mechanics Tune-up Steps 12 
Metric 4-Way Wrenches .. 4 


N 
Nut Cracking Tools ...... 27 
O 
O.H.V. Gauges .......... 29 
Oil Dispensers .......... 21 
Oil Filter Wrenches ..... 20 
Oilers, Pistol Grip ....... 21 
P 
Passenger Car Tire Tool 
Board Sets ............. 33 


Phillips Screw Driver Sets 17 
Pick-Up Tools ........... 17 
Piston Ring Compressors 25 
Pitman Arm Pullers ....... 8 
re 16, 17, 20, 23 
Portable Air Tanks, Tire .. 9 
Power-Drive Wrench Sets, 


Parts, Accessories ....... 6 
ES TERED: ncclnisin es ble 6 6 nesmenmat 8 
Pullers: 
IG rumsnee's £6 ¥ Rak meme 18 
a een ae 19 
Bushing ................ 19 
Fan Pulley ............. 18 
Fly Wheel ............. 19 
oS a ee 18 
SR Gnicnee a's 0s weitonds 19 
Motor Seal ............ 19 
Steering Wheel ........ 18 
R 
Radiator Fillers .......... 32 
Radiator Hose 
Clamp Pliers ........... 17 
Rethreading Die Sets .... 30 
Rim Tools ................ 7 
Rollers, Swivel, 
All-Purpose ............. 12 


Rubber Hammer 
Heads, Replacement . 10, 11 


Rules, Steel Tape ........ 29 
S 

Safety Inflation Cage .... 12 

Screw Driver Sets ....... 17 

Screw Extractor Sets .... 30 


Screw Starters 
and Removers 
Screw Starter and 

Remover Display Boards 33 
Self-Serve Tool 


Merchandisers ....... 3, 33 
Shock Line Spreaders ..... 8 
Slide Hammer Pullers .... 18 
Sockets, Service, for 

4-Way Wrenches ........ 5 


Soft Face Hammers ...... 11 
Spark Plug Gapping Tools 29 


Spark Plug Testers ...... 24 
Split Lock Replacer ..... 25 
Spout, Anti-Freeze, 

Oh, WAGE Ws kw'mdinenicaned 21 
Spray GONE ccxccvewaakacs, 9 
Te ee 13 


Stands, Tire Changing ... 13 
Starter Current Indicators 24 


Steel Stamps, Letters 
and Figures ...:......... 29 


Steel Tape Rules ........ 29 
Steel Tape Rule Self-Serve 
Display Boards ......... 33 
‘3 

Tailpipe Resizing Tool ... 27 
Tape Rules, Steel ........ 29 
Tap and Die Chasers .... 30 
Taps and Dies ........... 30 
Thread Files ............. 30 
Tie Rod Spreaders ........ 8 
Timing Lights ........... 24 
Tire Changers ............ 9 
Tire Changing Stands .... 13 
Tire Gauges «4s sk écisuwr 14 
Tire Hammers ........ 10, 11 
Tire Irons, Mounting 

and Demounting ....... 7:8 
Tire Lubricants, 

Applicators .......... 9, 15 
Tire Spreaders ......... 7, 8 
Tire Tool Board Sets .... 33 
Tire Valve Tools ........ 14 


Torque Multiplier Wrench 28 
Torque Wrenches ........ 28 


Trouble Lights .......... 31 
Truck Tire Tool 
Boat Seem . cocevunmuas: 33 


Truck Wheel Wrenches ... 6 


Tube Bender ............ a7 

Tene’ GCOMGW sicsacsadss 27 

Tube Flairing Tools ..... 27 
U 

Universal Oil 

Filter Wrenches ........ 20 
V 

Valve: LAGt@te: ciieccidiaccic os 0 25 

Vise Grip Pliers ......... 17 

pO a 17 

Vulcanizers, Tire 

and Tube ............... 16 
Ww 

Wash Tubs, Wringers .... 32 


Wedges, Hammer Head .. 10 
Wheel Balancers, 


Accessories ............ 16 
Wheel Weight Tools ..... 16 
Wire Brushes ............ 15 
Wire Gauges, Ignition ... 29 
Wood Handles 
for Hammers ........... 10 
Wrenches: 
Budd Wheel ............ 6 
IED emiscdaaibavbaeninhs w aks 17, 20 
i | 2 20 
Drum Bape sis casceses 20 
Four-Way ............ 4, 5 
Hex Key .............. 28 
MEE. SY cium ss 5 
Metric 
Oil Filter 
Power Drive 
Tire 
Torque 
Truck 
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order is our newly devel- 
oh olcre Ws BJche- We souolercs-t-)betmOpuel say 
Department. It is program- 
med to print out the com- 
plete shipping order that 
triggers the action in the 
warehouse, and to record 
order completion—reducing 
hours to minutes over tra- 
ditional methods. 


With 12,000 square feet of 
on-hand tool inventory, 
back orders are held to a 
minimum. Movement of 
orders is highly mobilized 
and direct...from pickup, 
to packers, to staging areas, 
to shipping dock, to our 
truck fleet. It is an extremely 
fast and efficient ‘‘produc- 
tion line’’ controlled by 
computerized accuracy. 


And improvements are con- 
tinuing to keep Kennedy 
both flexible and competitive 
in satisfying the constantly 
changing requirements of 
our customers. On your next 
order, try Kennedy — you 
may never need another tool 
source. 























SERVICE TOOLS COMPANY 
PO.DRAWER E-AKRON, OHIO 44305 


